10’

MINIMUM 24" COVER BELOW FINAL
FINISHED GRADE IN ROW, CORR
OWNED OR LEASED PROPERTY
AND PUBLIC EASEMENTS.

MINIMUM 30" BELOW FINAL
SUBGRADE IN AREAS TO BE
PAVED WITHIN ROW, CORR
EASEMENT OR CORR OWNED OR
LEASED PROPERTY.

SEE NOTES #2 AND #3 FOR
REQUIREMENTS.

FINAL FINISHED GRADE
OR SUBGRADE

* 18" NORMAL
4(§EE TABLE BELOW) N
12" MINIMUM Nt f

Ny

\ N
REQUIRED

ENCASEMENT 4

\

BEDDING ENVELOPE SHALL BE
WASHED SAND WITH A MAXIMUM
GRAIN SIZE OF 3/16" (SEE
NOTE #18 ON DETAIL DU—01)
CORR OWNED UTILITY LINE. CURRENT STANDARD BEDDING

MUST BE PLACED AROUND
ENCASEMENT REQUIRED IF
GAS LINE OR LINE WITH PRESSURE CORR OWNED UTILITY LINE.
AND DEEMED NECESSARY.

12" MINIMUM

r_

18" NORMAL
(SEE TABLE BELOW)

NOTE: NORMALLY, CROSSINGS GO UNDER CORR OWNED
LINES WITH LESS THAN 96" OF COVER.

UTILITY MINIMUM CLEARANCE TABLE

CORR OWNED CROSSING
LNE SIZE (AS NEAR 90° | PARALLEL
AS POSSIBLE) | ROUTES
LESS THAN ~ 6" 12" 36"
POTABLE A = e
WATERLINES : . T -
LARGER 24 72
LESS THAN ~ 6" 12" 36"
RECYCLE AND _— = 2
WASTEWATER LINES 6 ~ 36 18’ 48
LARGER 24" 60"
LESS THAN ~ 18" 12" 24"
STORMWATER 0 - . =
ose 18" ~ 60 18" 36"
LARGER 24 60

FOR ADDITIONAL GENERAL NOTES, SEE DETAIL DU-01

NOTES:
1. ALL TRENCH SAFETY SHALL COMPLY WITH APPLICABLE FEDERAL, STATE AND LOCAL REGULATIONS.

2. AN ENCASED (SEE NOTE #6) UTILITY LINE/CLUSTER WITH SAND BEDDING WILL BE ALLOWED TO CROSS OVER A CORR OWNED UTILITY LINE THAT HAS 96"
OF COVER OR MORE, PROVIDED THERE IS COMPLIANCE WITH THE CLEARANCE, INSTALLATION AND COVER FROM FINAL SURFACE GRADE SHOWN ON THIS
DETAIL. CLEARANCE STANDARDS CAN BE FOUND IN THE UTILITY MINIMUM CLEARANCE TABLE SHOWN ON THIS SHEET AND MINIMUM COVER IS SHOWN ON
THE DETAIL SKETCH FOR EACH TYPE OF TRENCH (IN UNPAVED AREAS, IN EXISTING PAVEMENT AND IN AREAS WHERE PAVEMENT IS PROPOSED).

3. IF_THE CORR LINE IS LARGE (367+ POTABLE WATERLINE, RECYCLE LINE OR WASTEWATER LINE, 60"+ STORMWATER LINE) AND/OR HAS LESS THAN 96" OF
COVER WITH SPECIAL SITE CONDITIONS, DETAILED PLANS WITH WRITTEN JUSTIFICATION FOR CROSSING OVER A PROPOSED OR EXISTING CORR OWNED LINE,
MUST BE SUBMITTED FOR APPROVAL A MINIMUM OF 10 DAYS BEFORE PROPOSED INSTALLATION.

4. NO ENCASEMENT (SAND BEDDING ONLY) IS REQUIRED WHERE THE UTILITY CROSSES UNDER THE CORR OWNED UTILITY LINE, EXCEPT FOR A GAS LINE, OR
LINE WITH PRESSURE, WHICH MUST BE ENCASED. CLEARANCE STANDARDS COMPLIANCE REQUIRED.

5. WHERE THERE IS KNOWN GROUND WATER, PLANS MUST BE SUBMITTED, THAT SHOW AN ACCEPTABLE CONTROL OF THE WET CONDITION.

6. ENCASEMENT IN THESE CROSSINGS, MUST BE SCH. 40 STEEL OR SCH. BO PVC OR GREATER IN ADDITION TO THE CONDUIT ON ELECTRICAL LINES WITH
MORE THAN 120V TO GROUND. ALL GAS LINES, ALL FIBER OPTIC CABLES AND ALL TELEPHONE CABLES WITH MORE THAN 100 PRS.
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